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DC POWER CONNECTORS: KLDX Series
Locking Type PCB Mount DC Power Jack

Product Features
2.0mm and 2.5mm
Built-In DC On/Off Switch
Locking Feature (Will Lock with Kycon Locking Plug)
To Be Used with Locking/Non-Locking Tuning Fork
Style Plug
Laptop and Palm Computers, Portable Modems, Radar
Detectors, and Other Portable Device Applications
CSA/NRTL Certified File No. LR78160
UL File No. E140125

Performance Specifications
Materials and Finish
Body: PBT Thermoplastic, UL94V-0 Rated, Color Black
Center Pin: Brass, Nickel Plated
Contact #1: Brass, Tin Plated
Contact #2: Phosphor Bronze, Tin Plated
Contact #3: Brass, Tin Plated

Electrical Characteristics
Rated Current: 3.5A
Rated Voltage: 24V DC
Insulation Resistance: 
50 Megohms Min. at 100 or 200V DC for 1 Minute

Mechanical Characteristics
Durability Test: 5000 Cycles
Insertion Force: 0.3kg - 2.0kg
Extraction Force: 0.3kg - 2.0kg
Operating Temperature: -25˚C to +85˚C 

LR78160

Contact Kycon For Other Options

KLDX-0202 Series
Dimensions in mm
KLDX-0202-x-LT

Series
KLDX-0202 - PCB Mount DC Power Jack Locking Type

Diameter
A - 2.0mm Center Pin Diameter
B - 2.5mm Center Pin Diameter

Peg
Blank - without Peg
P - with Peg

Type
LT - Locking Type

Recommended to be used with Kycon locking plug (tuning fork design):
KLDX-PA-0202-A-LT, KLDX-PA-0202-B-LT

If used with non-locking plug, tuning fork design
is required.  See picture.

Tuning fork contact
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CofC RoHS Compliant

STEP

CofC REACH Compliant

Certificate of Origin Check Stock Request a Sample Send Us An Email

UL Plastic File

3D PDF

http://domino2.kycon.com/website/index.html
http://domino2.kycon.com/WebScript.nsf/partSearchDXLxsltNF?OpenAgent&Start=1&Count=20&Keyfield=part_id&Query=KLDX
http://domino2.kycon.com/website/Products/DCPower/dcpower.html
http://domino2.kycon.com/website/contactUs.html
http://domino2.kycon.com/WebScript.nsf/partSearchDXLxsltNF?OpenAgent&xslF=WebPartSrchCerts3d1.xsl&Start=1&Count=10&Keyfield=part_id&Query=KLDX
http://www.kycon.com/Pub_Eng_Draw/KLDX-0202-x-LT.pdf
http://www.kycon.com/Pub_Eng_Draw/KLDX-0202-x-LT.pdf


ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709
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