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RECEPTACLE, 2 PIN, ATP SERIES
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44724 Morley Drive
Clinton Township, MI 48036

Sine Systems - www.amphenol-sine.com

Amphenol
MATERIALS LIST

SIZE      
PROCESS SPECIFICATIONS:

MATERIAL SPECIFICATIONS:

UNLESS OTHERWISE SPECIFIED

3 PL DEC ±0.08

1) All dimensions are in metric(mm).
2) Tolerances are as follows:
1 PL DEC ±0.30
2 PL DEC ±0.15

QUANTITY
SIGNATURES    

Fractions ±1/64
Angles ±1°
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THIS DRAWING IS SUPPLIED FOR 
INFORMATION ONLY. DESIGN FEATURES, 
SPECIFICATIONS AND PERFORMANCE DATA 
SHOWN HEREON ARE THE PROPERTY OF 
THE AMPHENOL CORPORATION. NO RIGHTS 
OF REPRODUCTION ARE IMPLIED. ALL 
DIMENSIONS ARE SUBJECT TO NORMAL 
MANUFACTURING VARIATIONS.
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NONE

RECEPTACLE, 2 PIN, ATP SERIES

GREY

BLACK

ATP04-2P

ATP04-2P-BLK
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NOTES: UNLESS OTHERWISE SPECIFIED

1.  MATERIAL: 
     HOUSING: THERMOPLASTIC
     SEAL: SILICONE RUBBER  

2.  MODIFICATIONS: N/A

3.  SPECIFICATIONS:
       3.1 CURRENT RATING: 25 AMPS
       3.2 OPERATING TEMPERATURE: -55°C TO +125°C
       3.3 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2 
             MILLIAMPS CURRENT LEAKAGE @ 1500 VOLTS AC.
       3.4 INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 25°C.
       3.5 MOISTURE RESISTANCE: IP67 ( MATED CONDITION )
       3.6 MATING CYCLE DURABILITY: 100 CYCLES
       3.7 RoHS COMPLIANT

4.  MATING PART: ATP06-2S* PLUG.
     ( * = MODIFICATIONS AND COLORS )

5.  ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

6   CONTACT SIZE AND REAR SEAL WIRE RANGE:

CONTACT
SIZE

MIN. INSUL
O.D.

TYPICAL
WIRE RANGE

MAX. INSUL
O.D.

12
3.40 mm
(.134 in) 10 - 14 AWG

4.95 mm
(.195 in)

6

22

47.3

21.6

REQUIRES CONTACT
RETENTION WEDGE AWP-2P

STANDARD MOLDED COLOR IS GREY. ADDITIONAL 
COLOR ( BLACK ) IS AVAILABLE VIA SPECIAL ORDER.

REFER TO PART NUMBER CHART FOR
AVAILABLE CONNECTOR COLORS



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


